WFOA winterization checklist

Garden shed area

· Close cutoff below sink (broken handle, currently awaiting repair by DC, but it’s closed)
· Open faucet
· Open faucet on hose bib at right of shed door

· Open hose nozzle attachment (or remove and store for winter)
· Open green lidded vault directly in front of the sink:  and close main valve (garden water supply) and open drain valve

West of garden – exterior

· Open the vault and open all four valves
Irrigation control – NW corner of berry cage
· Remove control box

· Remove three control valves (or they can be taken off with the box as one unit)

· Store valve unit and control box in pump house so we can find it in the spring

· Open main supply shutoff at left
Garden

· Leave valves to individual beds closed

· Open faucets to both hoses in the garden, and open nozzles (if attached) 

Hose-reel shed (east of garden shed)

· Close cutoff to fire-hose (to right of shed: will need steel wrench – in the shed; if that one doesn’t suffice, try the heavier-duty one in the Bevan hose-reel shed)

Bower House

· Close cutoff (NW  corner just clear of the deck)

· Open faucets in sink

· Turn off water heater pilot (directions on tank)

· Drain hot water tank (attach hose to drain valve at base of tank; lead outside; open and allow to drain)
· Open exterior shower faucets AND drain valves near floor level in shower
